Basic technical data

Overall dimensions - Electropak

Moments of inertia (mk2)

Centre of gravity

Cyclic irregularity

Performance

Test conditions

Sound level

General installation - 2206D-E13TAG2




�
General installation - 2206D-E13TAG3

Rating definitions
Primepower

Standby power

Variable load. Limited to 500 hours annual usage up to 300 hours of which may be continuous running, No overload is permitted






�
608.5926.51630.5243.9390FUEL INLET37FUEL RETURN44.3BATTERY POSITIVE6.2KEY SWITCH TERMINAL40.1BATTERY GROUND69.6131.5FAN 
AIR CLEANER& MESHFAN GUARDS REMOVEDFOR CLARITYTAPPING SIZE IN ELBOW7/16 - 20 - 2A THDSUMP DRAIN TAPPING1 1/8-12-2A THDSUMP TAPPING1 5/16-12-2A THDDIPSTICKOIL FILLER CAPFRONT LIFTINGBRACKETREAR FACEOF BLOCKCRANKCASE BREATHERCONNECTION SIZE: 32AIR INLET ELBOWMANIFOLD INCORPERATED INTO HEADREAR LIFTING BRACKETEVACUATORHAND PRIMING PUMPFUEL FILTER PRIMARY& WATER SEPARATORFUEL FILTER SECONDARYFUEL RETURN9/16-18-2B THD (No. 6 PORT)
FUEL INLET3/4-16-2B THD (No. 8 PORT)
LIFT PUMPT.V. DAMPER 
360ECM: ADEM 4G 3/8-19 MALE60 FEMALE CONEFUEL COOLER CONNECTIONS6 HOLES5/8-11 2B X 28 DEEP(BOTH SIDES)
2206D-E13TAG2 and 2206D-E13TAG3 - GA Z13620 (60Hz)






�
1064RADIATOR MATRIX1048532560112026.4493.6484172582834 PITCHES@277.5= 1110RADIATOR MATRIX1180ENGINE DRIVEN FAN 
9279 BLADE PLASTICRADIATOR CORE 
REMOVED FOR CLARITYCRANKSHAFT 
CRANKSHAFT 
10 - M8 X 1.25WELD NUTSFUEL COOLER
2206D-E13TAG2 and 2206D-E13TAG3 - GA Z13620 (60Hz)






�
2206D-E13TAG2 and 2206D-E13TAG3
656.1817.55911015519.3462.5437.5400.58763.5181152.476.2178()51 
THK20CRANKSHAFT 
OIL SAMPLE VALVEOIL COOLEROIL FILTEROIL PRESSURE TAPPING9/16-18-2B 13.5 DEEP(No. 6 PORT)
WATER PUMPTEMPERATURE SENDER TAPPING1 1/16-12-2B(No. 12 PORT)
THERMOSTAT HOUSINGEXHAUST MANIFOLDEXHAUST OUTLET ELBOWSYSTEM PIPEWORK MUST BE ADEQUATELYSUPPORTED TO ENSURE THAT NO LOADIS EXERTED ON TURBOCHARGERTURBOCHARGERREAR FACEOF BLOCKSHUNT LINE 
- GA Z13620 (60Hz)






�
15285.8285.8200433382.6382.6CRANKSHAFT 
8 HOLES1/2"-13-UNC X 22ON 438.15 PCD12 HOLES7/16"-14-UNC X 26ON 530.22 PCDCOOLANT LEVEL SWITCH TAPPING1/2" NPTFRADIATOR CAP70 KPaAA
2206D-E13TAG22206D-E13TAG2 and 2206D-E13TAG3 - GA Z13620 (60Hz)






�
REQUIRED FOR ELEMENTREMOVAL450357.2232136.5200127728542.427385REAR LIFTING BRACKETENGINE ONLY24KEY SWITCHTERMINAL149FRONT LIFTING BRACKETENGINE ONLY1020BATTERYGROUND345BATTERYPOSITIVE258REAR FACE OF BLOCK8 HOLES 13 THRUEQUI SPACED ON170 P.C.DCRANKSHAFT 
2206D-E13TAG2 and 2206D-E13TAG3 - GA Z13620 (60Hz)






�
33032.58052.5532.5532.5265OVERALL LENGTH2409.9330.7252.460.3252.476.226.7FUEL RETURN603.9FUEL INLET771.918351867.5FUEL INLET418.3FUEL RETURN403.6330.7111.53183181130.2185.1122.5REAR FACE OF BLOCK5/8-11-2B X 27.7 DEEP8 PLACESCRANKSHAFT 
4 SLOTS 20 X 13FILTERS:
1 1/2" HEX DRIVE2 HOLES 22RADIATOR DRAIN TAPSPEED P/U TAPPING5/8-18-2B
2206D-E13TAG2 and 2206D-E13TAG3 - GA Z13620 (60Hz)






�
TO 
CRANKSHAFT695.8TO 
CRANKSHAFT640.852.752.74040SCRAP VIEW SHOWING DETAILSOF FRONT LIFTING EYESCRAP VIEW SHOWING DETAILSOF REAR LIFTING EYESCRAP VIEW SHOWING BATTERY CHARGINGALTERNATOR CONNECTIONSSCRAP VIEW SHOWING 
STARTER MOTOR CONNECTIONSSCRAP VIEW SHOWING DETAILSOF SHUNT PIPE CONNECTION(3I000447)
SCRAP VIEW SHOWING 
CAVITATION PIPE CONNECTIONTO WATER PUMP(3A000666)
SCALE 1:2SCALE 1:2SCALE 3:10INDICATOR LIGHT 
M4 X 0.7 
TIGHTEN TO 
2.25 NmRELAYM4 X 0.7TIGHTEN TO2.25 NmBATTERY (POSITIVE)
M6 X 1TIGHTEN TO11.3 NmGROUND (NEGATIVE)
1/4" UNC X 20 TPITIGHTEN TO 6 NmSCALE 3:10GROUND TERMINAL M12 X 1.75TORQUE TO 24.5 - 27.5 Nm(18.1 - 20.3 ft lb)
BATTERY TERMINAL M12 X 1.75TORQUE TO 24.5 - 27.5 Nm(18.1 - 20.3 ft lb)
KEY SWITCH TERMINAL M5 X 0.8TORQUE TO 2.0 - 2.5 Nm(1.5 - 1.8 ft lb)
SCALE 1:2SHUNT PIPEHOSE ADAPTORREDUCERWATER PUMPCAVITATION PIPE
2206D-E13TAG2 and 2206D-E13TAG3 - GA Z13620 (60Hz)






�
219.625.4409.40.25466.80.05511.18+0.13 
0SCALE 1:1SECTION A-A (SHEET 1)
CROSS SECTIONAL VIEW OF FLYWHEEL HOUSINGDETAILS OF SAE J617 SIZE 1 FLYWHEEL HOUSINGAND SAE J620 SIZE 14 FLYWHEEL 
2206D-E13TAG2 and 2206D-E13TAG3 - GA Z13620 (60Hz)


�
Cooling system
Radiator

Charge cooler

Coolant pump

Fan

Coolant

Duct allowance






�
Electrical system
Cold start recommendations



Fuel system
Fuel lift pump

Fuel specification



Fuel consumption
2206D-E13TAG2 - 1800 rev/min

2206D-E13TAG3 - 1800 rev/min






�
Induction system
Maximum air intake restriction



Exhaust system
Maximum back pressure



Lubrication system
Lubricating oil

Recommended SAE viscosity

Mountings






�
Load acceptance 

TAG2 (cold) 

TAG3 (cold) 






�

